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COOPER LIGHTING

LV501 120 12 12V Electronic Power Supply
Plug-In;120V in/12V out 

10 ft. Cord 60W Max.

LV501 120 24 24V Electronic Power Supply
Plug-In; 120V in/24V out 
10 ft. Cord 60W Max.

Finish: White (P), Black (MB)

Plug-in style 60watt electronic power supply. Output is
overload and short circuit protected with auto-reset. 

Canopy style 150 watt electronic power supply available with 12
volt or 24 volt output. Output is overload and short circuit protected
with auto reset. Use with Linea surface channel to start a run. Can
be used between discrete lengths of surface channel. Requires
optional TB206 Terminal Block (purchased separately) if center
feeding track.
LV502 120 12 12V Electronic Power Supply

Canopy 150 VA; 120V in/12V out
150W Maximum

Finish: White (P), Black (MB)
LV502 120 24 24V Electronic Power Supply

Canopy 150 VA; 120V in/24V out
150W Maximum

Finish: White (P), Black (MB)

1 1/2"
[38mm]

1 1/2"
[38mm]

2 3/4"
[70mm]

120"
[3048mm]

4 7/8"
[124mm]

2 5/8"
[67mm]

4 15/16"
[125mm]

2 1/4"
[56mm]

Remote 150 watt electronic power supply, 12 volt or 24 volt
output. Overload and short circuit protected with auto-reset. For
Linea surface or wireway channel and mono-point. (Can also be
used to start a surface channel run with LV204 conduit feed (order
separately) Bot available in White (P) or Black (MB)
LV50312012  Electronic Power Supply

12V Electronic power supply. 150VA, 120V in/12V
out, 150 watts maximum

LV50312024  Electronic Power Supply
24V Electronic power supply. 150VA, 120V in/24V
out, 150 watts maximum

(for 3-prong cord set, add CS after catalog number)

6 3/4"
[171mm]

2 3/4"
[70mm] 2 3/4"

[70mm]

1 1/2"
[38mm]

LINEA™ by HALO®

LF2LV

Architectural Flexible Converter
Allows use of Linea track fixtures and
low voltage pendants on 12V circuit of
Architectural Flexible Track
Finishes: AH=Aluminum
Haze

L2005

50W Power-Trac Transformer
Allows use of Linea track fixtures  and pen-
dants on Halo Power-Trac or Lazer Track
Finishes: AH=Aluminum Haze

P=White
MB=Matte Black

LF2005

50W Architectural Flexible Transformer

Allows use of Linea track fixtures and
low voltage  pendants on 120V circuit
of Architectural Flexible Track
Finish: AH=Aluminum Haze

LF2006

50W Architectural Flexible Transformer

Allows use of Linea track fixtures  and pen-
dants on 120V circuit of Halo Architectural
Flexible Track
Finishes: AH=Aluminum Haze

L2004 Low Voltage Transformer

L2004 allows use of Linea Lampholders with Halo
and Lazer Track systems. Insert L2004 into track and
add Linea lampholders and 12V lamps (50W max).
May also be used with L1974 weighted base adapter
and L1973 canopy adapter.

Finish: White (P), Black (MB)
5 1/4" [133mm]

7/8" [21mm]

1 3/8" 
[35mm]


